Outlaw 525 EHS Racing Lid

[ 100% Salisfacfion Guaraniee ]

Paolicy applies only fo producfs manufacfured direcly by or
direcfly for EHS Racing. The Gime period for this policy is 30 days
after delivery of items, if for any reason you the cusfomer are
urnhappy with a product it cam be refurned fo EHS Racing no
guestions asked. If the product was sold direclly by EHS Racing
we will provide money back, sfore credif, whatever the cusformer
prefers. If iterm was purchased through a dealer or dis fribufor we
can orly offer a trade allowance fowards another ifterm egual fo the
same value. If cash back credif is neaded it must be refurned fo
the original place of purchase. We do mof cover or refund refurn
shipping expenses and original shipping expenses, thesea will be
forfeifed by custformer. Affer 30 days an EHS Racing product can
sEif be refurned for sfore credif only wp unbl! 60 days from Gme of
delivery. Affer 60 days no refurns will be accepled unfess their is
a manufaciurer defect, buf the decisions solely lies with EHS
Racing whether an iterm is defecfve or not

1075 N US Highway 1, Rockingham, NC 28379
www.ehsracing.com

E66-99T-2345

[ Agreement. ]

EHES Racing manufactures after market parts and
accessories that can be used for racing. These parfs
are intended for use by professionals that have proper
exparience in operating the eguipment that those
products were designed for. These products are fo be
installed by gualified technicians whether it be yourself
or dealar, by installing any products manufactured by
EHS Racing or directly for EH5S Racing you assume all
liability for any damages direct or conse nfial
rasulting from the installation. EMS Racing’s liabilify
exfends fo product replacement only.

L Parts Included: ] [ Installation Instructions ]
Quandity Description Part Number First we would like fo thank you for purchasing a gquality EHS 4. Once the holes are drilled outline the hole that you are going to
Racing product We fake pride in everything we design if for cut out. (Fig 3)

1 Aluminum Plate 1807 “ Std Alum any reason youre unhappy please call ouwr shop and lef us .
1 Pre-Filter 1482 * Std Black know. We stand behind our 100% Safisfacfion Guaraniee. St NN She g O S CIUCSIa dnot’ O, FecOIERIGNa SOk 0
q Rubber Gasket 2933 jigsaw or dremel if you don’t have one, | would recommend making a
a 1/4X20-3/4 Socket Cap Bolts 2092 *Make sure your quad nuns fine with the top of the air box totally lot of holes with a bigger drill bit and using some sort of a small _I1i|nd
g 1/4X20 Stainiess Nuts 098 removed through all of the gears. This kit is not recommended saw or @ hacksaw blade. HINT: It's easiest to drill the comers with a
8 144 Stainiess Washers 2087 for non jetted quads. A plug check is highly recommended to see  bigger drill bit first, before cutting. (Fig 4}

if a lean condition is present. If you cut up your box and your
quad needs to be rejetted it will run poorhy.

1. Installation, what you need is a marker, drill with " bit,
preferably a jig saw with a wood blade or another type of a
saw to cut the hole ocut, a 716" open end wrench, a 216" Allen

wrench, sand paper, chisel .and a pair of side cutters. (Fig 1}

[ Warranfy

] 2. Set the top plate on the airbox so it is centered on the air

All EHS Racing products manufaciured by EHS Racing or
direcfly for EHS Racing carry a 1 (ONE) Year warranty from
the me of purchase for manufaciure defecis and

workmanship. The decision that a product is defective solely

lies wrth EHS Racing fo deferrmine. If the product is deemed

defeciive a new replacement will be exchanged. In the eveni
that a product is disconfnued, out of stock, or nof able fo be

replaced EHS Racing refains fhe right fo subsffufe another

product of egual or greater value.

Fig. 1

Fig. 2

box with the rounded end facing the existing air intake hole.
The plate should sit approximately 1-1/2" from the edge of the
plate to the lip of the air intake. Drill through the aluminum
plate with 1/4" drill into the OEM cover at the top. Mow put one
of the bolts through the hole and tighten it up. [(Fig 2}

3. Next drill a second hole opposite of first and install nut and
bolt, then proceed to drill the rest of the holes this is to make
sure the plate stays in the same spot.

Fig.3 Fig. 4
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6. Mow that the hole is cut, remove any molded parts that interfere
with the bolts. Then file and sand all the edges and make sure
everything is smooth or else the filter can rip over time.

7. Once smooth take the filter, rubber gashet, and plate assemble
together. Order recommended: airbox > rubber gasket > filter =
plate.

&. Once assembled position over the OEM cover line up the holes, and

bolt everything together and your ready to go. Also install the booty
over original air intake. (Fig 5}

Fig. 5
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