/Kawasaki Brute Force 750 EFI Controller

[ 100% Salisfacfion Guaraniee ]

Paolicy applies only fo producfs manufacfured direcly by or
direcfly for EHS Racing. The Gime period for this policy is 30 days
after delivery of items, if for any reason you the cusfomer are
urnhappy with a product it cam be refurned fo EHS Racing no
guestions asked. If the product was sold direclly by EHS Racing
we will provide money back, sfore credif, whatever the cusformer
prefers. If iterm was purchased through a dealer or dis fribufor we

can orly offer a trade allowance fowards another ifterm egual fo the

same value. If cash back credif is neaded it must be refurned fo
the original place of purchase. We do mof cover or refund refurn
shipping expenses and original shipping expenses, thesea will be
forfeifed by custformer. Affer 30 days an EHS Racing product can
sEif be refurned for sfore credif only wp unbl! 60 days from Gme of
delivery. Affer 60 days no refurns will be accepled unfess their is
a manufaciurer defect, buf the decisions solely lies with EHS
Racing whether an iterm is defecfve or not

1075 N US Highway 1, Rockingham, NC 28379
www.ehsracing.com

E66-99T-2345

[ Agreement. ]

EHES Racing manufactures after market parts and
accessories that can be used for racing. These parfs
are intended for use by professionals that have proper
exparience in operating the eguipment that those
products were designed for. These products are fo be
installed by gualified technicians whether it be yourself
or dealar, by installing any products manufactured by
EHS Racing or directly for EH5S Racing you assume all
liability for any damages direct or conse nfial
rasulting from the installation. EMS Racing’s liabilify
exfends fo product replacement only.

L Parts Included:

) (

Installation Instructions ]

Quandity Description Part Number

Brute Foree 750 EFT Controller
Zip Ties

Double Stick Pad

Ingtallation Instructions T page
Tuning Instructions 2 pages

1007
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[ Warranty

All EHS Racing producits manufaciured by EHS Racing or
direcfly for EHS Racing carry a 1 (ONE) Year warranty from
the ime of purchase for manufaciure defecis and
workmanship. The decision that a product is defecve solely
lies writh EHS Racing fo defermine. If the product is deemed
defecfive a mew replacement will be exchanged. In the event
that a product is disconfnued, out of sfock, or nof able fo be
replaced EHS Racing refains fthe right fo subsffufe another
product of egual or greater value.

First we wouwld like fo thank you for purchasing a quality EHS
Racing product We fake pride in everything we design if for
any reason youre unhappy please call ouwr shop and lef us
know. We siand behind our 100%™ Safisfacfon Guaranfes.

1. Make sure the ATV is in a safe stable working environment.
2. Remove the seat, air box cover and disconnect the battery.

3. Remove the upper handle bar surround plastic and 2 front
fender inserts. (Fig 1}

4. Remove both side panels and air box. [Fig 2}

5. Loosen the hose clamps for throttle bodies. You will need
to remove the throttle bodies but only far enough to turn over
and gain access to fuel injector connections so everything
does not need to be disconnected. Make sure nothing falls
into the cylinders when throttle bodies are disconnected
{place a rag into ports).

7. Unplug the stock gray fuel injector connector. Plug the EHS
Tuner gray connector onto the injector and plug the stock
injector connector to the black EHS Tuner connector. Repeat
again for other injector (Fig 3}

&. With the injectors connected re-install the throttle bodies. Route
the new EHS Tuner to the cvt side following OEM wire harmess.
Final placement of tuner will be under the seat so continue to safely
route the wiring to designated position (Fig 4)

9. Attach the EHS Tuner ground wire {(black) to negative terminal of
battery. EHS recommends to place tuner in the battery compartment.

10. Install the air box hosing and air box cover

11. Start the ATV. The green LED should now be scrolling for about
3-5 seconds and then go to 1-2 steady green LED's or a single slow
flashing green LED. If the number 1 green amd number B red LED
continue flashing after startup, an injector wiring error is indicated.
Re-check the wires from the EHS Tuner and make sure they are
connected to the proper wire of your ATW's stock hamess. MAKE
SURE you have the correct connectors selected in the stock
hamess. DO NOT PROCEED UNLESS ABOVE CONDITIONS ARE
MET.

12. Install access panels, fender inserts and handle bar surround

NOTE: Re check your wire routing and EHS Tuner location and make
certain that in no way the wires can come into contact with any
moving parts or high heat source and that the EHS Tuner is mounted
im a way as to not cause a handling problem with the machine.
Seftings:

EHS Lid & stock exhaust. G-0 ¥-0 R-1 GB-0 YB-0 RB-4

Stock Lid & Aftermarket pipe G-1.5 Y-2.5 R-3 GB-1.5YB-4.5 RE-4
EHS Lid & Aftermarket pipe G-4.5 ¥-1.5 B-5 GB-1.5YE-4.5 RB-4
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