Can-Am Renegade 800 EFI Controller

[ 100% Salisfacfion Guaraniee ]

Paolicy applies only fo producfs manufacfured direcly by or
direcfly for EHS Racing. The Gime period for this policy is 30 days
after delivery of items, if for any reason you the cusfomer are
urnhappy with a product it cam be refurned fo EHS Racing no
guestions asked. If the product was sold direclly by EHS Racing
we will provide money back, sfore credif, whatever the cusformer
prefers. If iterm was purchased through a dealer or dis fribufor we
can orly offer a trade allowance fowards another ifterm egual fo the
same value. If cash back credif is neaded it must be refurned fo
the original place of purchase. We do mof cover or refund refurn
shipping expenses and original shipping expenses, thesea will be
forfeifed by custformer. Affer 30 days an EHS Racing product can
sEif be refurned for sfore credif only wp unbl! 60 days from Gme of
delivery. Affer 60 days no refurns will be accepled unfess their is
a manufaciurer defect, buf the decisions solely lies with EHS
Racing whether an iterm is defecfve or not

1075 N US Highway 1, Rockingham, NC 28379
www.ehsracing.com

E66-99T-2345

[ Agreement.

EHS Racing manufactures after market parts and
accessories that can be used for racing. These parfs
are intended for use by professionals that have proper
exparience in operating the eguipment that those
products were designed for. These products are fo be
installed by gualified technicians whether it be yourself
or dealar, by installing any products manufactured by
EHS Racing or directly for EHS Racing you assume all
liability for any damages direct or conseguential
rasulting from the installation. EMS Racing’s liabilify
exfends fo product replacement only.

L Parts Included: ] [ Installation Instructions ]
Quaniity Description Part Number First we would like fo thank you for purchasing a quality EHS 6. Attach the EHS Tuner ground wire (black) to the airbox
Racing product We fake pride in everything we design if for mounting bolt. (Fig 3 Red Arrow).
1 Renegade 800 EFI Controller 1003 any reason youre unhappy please call ouwr shop and lef us
3 Zip Ties know. We sfand behind owr 100% Satsfacfon Guaranfee, 7. Start the ATV. The green LED should now be scrolling for about
; Iﬂwhfja{ilh_ﬂh:f F";D' , . 3-5 seconds and then go to 1-3 steady green LED's or a single
netallamon INsrucoans | page i ; ; slow flashing green LED. If the number 1 green and number B red
7 Tuning Instructions I pages 1. Make sure the ATV is in a safe stable working environment. LED continue flashing after startup, an injector wiring error is
2. Remove t d aleo di t the batte ti indicated. Re-check the wires from the EHS Tuner and make sure
Finrpe et b iy they are connected to the proper wire of your ATV's stock harmess.

[ Warranty

All EHS Racing producits manufaciured by EHS Racing or
direcfly for EHS Racing carry a 1 (ONE) Year warranty from
the ime of purchase for manufaciure defecis and

workmanship. The decision that a product is defecve solely

lies writh EHS Racing fo defermine. If the product is deemed
defecfive a mew replacement will be exchanged. In the event
that a product is disconfnued, out of sfock, or nof able fo be
replaced EHS Racing refains fthe right fo subsffufe another
product of egual or greater value.

terminal (Rear of Quad}.

3. Removwe the air cleaner surround and right hand side plastic
access panel. [Fig 1}

4. Unplug the stock gray fuel injector connectors. Plug the
EHS Tuner gray connector onto the injector and plug the
stock injector connector to the black EHS Tuner connector.
Repeat for other injector (Fig 2)

5. Route the EFI Tuner towards the airbox recess. (Fig 3) May
require different routing if your using BULLET BILLET and
mounting in another location.

Fig. 2

MAKE SURE you have the correct connectors selected in the
stock harness. DO NOT PROCEED UNLESS ABOWVE CONDITIONS
ARE MET.

8. Install access panels, and anything else you may have removed.

9. After Final testing you will need to secure the Bullet Box
mounting in just behind the airbox where the seat mounts is a
good location but it is up to the end user on final placemant.

MOTE: Re check your wire routing and EHS Tuner location and
make certain that in no way the wires can come into contact with
any moving parts or high heat source and that the EHS Tuner is
meunted in a way as to mot cause a handling problem with the
machine.

Settings:
Stochk Lid & Aftermarket exhaust.
G-1¥-1R-1 GBE-4YB-4 RB-2

Aftermarket Lid/Snorkels & Aftermarket Exhaust with quiet core
G-ZY-I R-2 GB-4 YBE-1 RE-I.5

Some of the after market exhaust that have more flow or are a
straight through style with no noise reducers will require
additional fuel. They will effect the green and yellow circuits
mostly. There are also instances where your dealer could have
flashed the stock cdi with a different version of operating
parameters this can change the above settings.
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