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[ 100% Salisfacfion Guaraniee ]

[ Agreement.

Paolicy applies only fo producfs manufacfured direcly by or
direcfly for EHS Racing. The Gime period for this policy is 30 days
after delivery of items, if for any reason you the cusfomer are
urnhappy with a product it cam be refurned fo EHS Racing no : :

guestions asked. If the product was sold direclly by EHS Racing :;E ;;l_‘g:g:dj'nfm "T_g:iw p;;ﬁs i?"a:;m; !ha”re gm-per
we will provide money back, sfore credif, whatever the cusformer Pd'ucrs WErrEru:E:.'f ngrmr E.H',HT itcts are fo be
prefers. If iterm was purchased through a dealer or dis fribufor we f::raf.iad.b valiff fmchn;cfans wﬂ&mr it ba reclf
can orly offer a trade allowance fowards another ifterm egual fo the or dealar i"'; ans!aﬂj an oduets mam.rfac&:ﬁb
same value. If cash back credit is needed it must be returned fo EHS R:ar.:;nyynr E[ffﬂ'l:ﬁ .FIJIFEPH:E Racing you assume aj:'I
the original place of purchase. We do mof cover or refund refurn liability for any damages direct or consequential

shipping expenses and original shipping expenses, thesea will be rasulin h . L Vag gyt
3 . g from the installation. EM5 Racing's Fabilify
forfeifed by cusformer. Affer 30 days an EHS Racing product can extends fo product replacement only.

sEif be refurned for sfore credif only wp unbl! 60 days from Gme of
delivery. Affer 60 days no refurns will be accepled unfess their is
a manufaciurer defect, buf the decisions solely lies with EHS
Racing whether an iterm is defecfve or not

EHS Racing manufactures after market parts and
accessories that can be used for racing. These parfs

L Installation Instruc ions ]
12. Now that the main filter is ready to install, we need to prepare the mini filter. This 15. If you are using a EH5 Lid along with the new intake mod it's a good idea to remove some of the

filter goes to the fast idle plunger circuit, this is a direct port to the throttle body. It foam on the backside of the upper plastic cover to allow more air to the engine (Fig 10). Use a razor
sucks a lot of air and if restricted it will stall cut the ATV, You will need to drill a 25764 knife and pull majority with fingers and a dreme| with abrasive wheel works great for the stuff that's

hole just to the left of the existing connection port see [Fig 9). If you do not have a 25/64 really stuck

kit a 278 will work its just you might have to wallow out the hole.
y 16. Mow that everything is working well reinstall all plastics in reverse order of disassembly.

Q hole is drilled i rt the barbed fitting into the hol d tighten th ini filter to th
o S e bt S 2 17. Filter maintenance is important both the small and large filters need to be oiled and cleaned. If they

fighting.

‘gniing are properly kept and maintained they should well cutlast the life of your ATV,

13. Reinstall the air box onto the ATV in reverse order of disassembly making sure to To service the filters we recommend at the moment until our own cleaning kits are available to use K&MN
connect the fast idle tube to the new fitting and filter. Also at this time you will install the Recharger kits. They come with cleaning fluid and oil, but any cleanerioil can be used that is designed
air box cover, Its a good idea to put sand and silicon the old hole where the fast idle for a gauze screen type filter.

plunger originally mounted
To clean spray cleaner genercusly to cover all filter surfaces, let stand for 3-5 minutes and rinse with

14. Start up the ATV there should be no efi warming lights present if there is more than warm water repeat if necessary.

likely you forgot to reconnect the air temp sensor to the air box. Mow is a good time take it

for a brief test drive make sure everything is and stays secure. Pay close attention that the Air dry completely before ciling. If using spray oil or squeeze bottle cowver all filter surfaces do not over
connection between throttle body and air boot seals properly. ail, once the color changes to a deeper consistent color enocugh oil is present (Fig 11). Make sure that

the recessed parts of filter get oil sometimes a second coat is necessary.
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