3. Install the new spring clip fo the air box cover af this point
because you can work with the air box and cover fogether on
the bench. The mounting locafon for the spring clip is crucial
to how the lid will seal. When the clip is in the closed posifion
it showld sif roughly 387 from the edge of lip. If will look ke
its fo far but the fension sfrech the spring. Another reference
is the center of the firsf mouning hole show'd be approx 1.257
from the outside lip. Also if needs fo be mounted jusf leff of
where the hinge pin was (if looking down at [id) otherwise
when the bed is installed there is no room fo open or close.

10, Reinstall the aluminwm infake adapfer fo the mair air box
re-using the o-ring and placing some type of RTV silicon fo
make a great seal. There is an alignment mark on the adapter,
the engraved circle around the 1/47 hole showld sef fowards
the throtile body. (See Figure 5)

11. Remove faclory filfer canisfer mounting bracket. Now you
will need fo mount the relocation brackef to the facfory bracket
using the facfory bolls. Once the aluminum adapfer bracket is
mourfed fo the factory brackel you will need fo drill through the
factory brackef using a 14" drill bit. [See fgure 7+8
before&afier)

Fig. 7 Before Fig. & After
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Installaton ins rucions Confnued

12, The aluminuwm air box came assembled with fthe fubes
clamped fo the air box this is 50 you know which fube goes
where. You will need fo remove them from the aluminum air
box fo insfall them on fhe razor.

Install the new CVT infake fube nolice the aluminum adapter is
flatfened, this fo help with installation as if is wery Gght. This is
a very fGght area fo work in and if is really a pain fo gef the
adapter and fube insfalled correctly. Before youw sfartf swearing
and throwing wrenches it will ff but you will need fo work af it
Also il is exfremely imporfani fo make swre if is insflled
correcly otherwise there will be a direct leak info the engine.

Make sure thal enough of the aluminum fube is inserted info
the rubber boof where the hose clamp will seal properfy.
Reuse the sfock hose clamp if possible for the boof
connecfion as if is smaller in diamefer giving more room fo
install the new fubing fo the aluminum adapfer. Once the
aluminuwm fube is connecled fo the rubber boof strefch the new
black infake fubing slightly by pushing if over one of the
opanings on the new aluminum air box. Nofice if youw spin if
counfer clockwise if is easier fo push on use the same theory
when connectng fo CVT infake. Affer you gef the infake fubing
onfo the faffened aluminum adapfer slide a hose clamp down
and Gghifern.

11, Insfall the CVT exhauwust fube placing il where if wouwl'd
caonneact fo the botforn (right hand side when looking from
back) See figure 6 af left

14. Reinsfall main air box with new aluminum adaplfer make
sure fitment around box is good there is 1 bolf that holds coil
packs that may need fo be fimmed. The air box MUST sif on
the throtife body side of the relocatfion plafe otherwise if will
make if easier for the air box / boof connecfon fo come
loose during riding. Dor'f insf&ll the bolts that mount the air
box yef as some adjustments might need fo fake place fo
connect the aluminum air box fo all fubes.

15, Install aluminuwm air box fo all the new infake fubes
tightening clamps in all locations (See fgure 9 fo right )

16. Take the fwo 316X 2 bolfs and mount the air box fo the
frame wusing holes drilled earfier { See fgure 10 fo righi)

17. Reinsfall all cabling make sure the throfffe cable is not
bent or roufed incorreclly this is imporfanf ofherwise the
throffle can stick open. The cable showld be placed on the
rear side of the cviinfake fube,

Fig @ Fig 10

18. Mosi of the hard sfuff is done now good job. Now make
sure filter and plafe are removed from aluminum air box
insfall bed owver top of air box. If will fif Gght 50 a litfe
thumping might be neccesary.

19, You will need fo place a small hole in the cenfer of the
bed where the air will enfer through the aluminwm air box
approx 2X2 it will get made bigger but you don'f wanf to
make if fo big fo sfart. (See figure 11)

Fig 11 Fig 12

20. Enlarge the cufoul to allow insfallation of the alwminwm
plate you will wanf fo place the aluminum plafe against
plastic and ouf line around the owiside. Make sure the plate
is in the posifon if will be when mounfed. And that the bed
is mounted fo the frame and in ifs final position nof siting
X" high or something. (The plate and gaskef ff directly fo
the aluminwm air box if is nof necessary fo sandwich the
plasfic betwean the plate and box) 5o when you are
frimming make if so the plastic fifs around the plate. The
bed will need fo be removed fo rim correctly (See figure
12]

21. Install plate, filter and gaskel Reinsitall seafs and safly

eguipment and fake for a fesf drive making sure everything
is ight once inspection is done reinsfall bumpers, and

access panels.
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